
KONE KDS50 signalization



2 KONE KDS50

32 mm

Stainless steel faceplate

Black plastic faceplate

Full height COP 
Brushed stainless 
steel faceplate 

Black plastic Brushed stainless steel 
with Braille

Brushed stainless steel

Buttons for COPs

Handicap operating panel (Optional)

Car operating panel (COP)

Ø 35 mm
 

800 mm

225 mm
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200 mm

Partial height COP-2 
Brushed stainless 
steel faceplate

Display type
7-segment or dot matrix, 

 red with black background

LCD: white with blue or   
 black background

Languages
  English

 Simplified Chinese

Faceplate material
  Brushed stainless steel

  Black electroplated  
 stainless iron

Mounting method
  Flush mounted for  

 full height

  Surface mounted for  
 partial heigh

Button shape/ 
Mounting method
  Round 

  Surface mounted

Button material
  Black plastic (no Braille)  

  Brushed stainless steel

Braille:
  Optional

Call register buzzer/ 
Gong on ceiling

Optional

Partial height COP-1 
Black electroplated 
stainless iron faceplate

180 mm
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KONE KDS50 3

Hall indicator (HI)

Landing call station with indicator (LCI)

Buttons for landing devices

Display type
7-segment or dot matrix, 

 red with black background

LCD: white with blue or   
 black background

Languages
English 

Simplified Chinese

Finishing
Brushed stainless steel

Black plastic

Mounting method
Surface mounted

Button shape
Round

Button material
Black plastic (no Braille)

Brushed stainless steel

Braille
Optional

Call register buzzer/ 
Gong on ceiling

Optional

Black plastic Brushed stainless steel 
with Braille

Brushed stainless steel

Landing devices

All pictures are for reference purposes only. 
Please contact KONE Sales for more information.

Hall lantern (HL)

Ø 35 mm
 

Landing call station (LCS)

310 mm
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